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TOX-DÜBEL-TECHNIK GmbH

Fi

Contact Plus 7 M8-M24

72505 Krauchenwies

SEC

1.1 Element de identificare a produsului

Contact Plus 7 M8-M24

1.2

1.2.1

Adeziv

1.2.2

Nu se cunosc.

1.3 Detalii privind furnizorul fi

TOX-DÜBEL-TECHNIK GmbH
Brunnenstrasse 31
72505 Krauchenwies / GERMANIA
Telefon +49 (0)7576 9295-123
Fax +49 (0) 7576 / 9295 -190
Homepage www.tox.de
E-mail info@tox.de

info@tox.de

sdb@chemiebuero.de

1.4

Organism consultativ Institutul National De Sanatate Publica: 021.318.36.06 (Apelabil intre orele 8:00 – 15:00)

SEC

2.1 Clasificarea substan

Aquatic Chronic 2: H411 Toxic pentru mediul acvatic cu efecte pe termen lung.

2.2

Produsul trebuie etichetat în conformitate cu Regulamentul (CE) 1272/2008 (CLP).

Pictograme de pericol

Cuvântul de avertizare

Etilen dimetacrilat

Acid metacrilic, monoester cu propan-1,2-diol

Fraze de pericol
H411 Toxic pentru mediul acvatic cu efecte pe termen lung.

2.3 Alte pericole

Poate provoca iritarea ochilor 

Pericole la adresa mediului 

Alte pericole

www.chemiebuero.de, Telefon +49 (0)941-646 353-0, 160712 tdt00009 RO
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Tipul de produse:

3.2 În cazul acestui produs este vorba despre un amestec.

Component

1 - < 10

GHS/CLP: STOT SE 3: H335 - Skin Sens. 1: H317

Etilen dimetacrilat

CAS: 97-90-5, EINECS/ELINCS: 202-617-2, EU-INDEX: 607-114-00-5

1 - < 10

GHS/CLP: Eye Irrit. 2: H319 - Skin Sens. 1: H317

Acid metacrilic, monoester cu propan-1,2-diol

CAS: 27813-02-1, EINECS/ELINCS: 248-666-3

< 1

GHS/CLP: Org. Perox. B: H241 - Skin Sens. 1: H317 - Eye Irrit. 2: H319 - Aquatic Acute 1: H400 - Aquatic Chronic 
1: H410, M = 10

peroxid de benzoil

CAS: 94-36-0, EINECS/ELINCS: 202-327-6, EU-INDEX: 617-008-00-0, Reg-No.: 01-2119511472-50-XXXX

Comentariu privind componentele

SEC

4.1

Indicatii generale

4.2 Cele mai importante simptome 

Reac

4.3 Indica

SEC

5.1 Mijloace de stingere a incendiilor

Extinctorul potrivit

incendiilor

5.2 Pericole speciale cauzate de substan

arse
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5.3

sistemul de canalizare.

SEC

6.1

6.2

6.3 Metode 

diatomit).

6.4

Vezi SEC

SEC

7.1 Precau

Produsul e inflamabil.

7.2 Condi

7.3
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8.1 Parametri de control

Component

Dioxid de siliciu

CAS: 112945-52-5, EINECS/ELINCS: 231-545-4

DNEL

Component

peroxid de benzoil, CAS: 94-36-0

Industrial, dermic, Long-term - systemic effects: 6,6 mg/kg bw/d.

Industrial, inhalare, Long-term - systemic effects: 11,75 mg/m³.

general population, oral, Long-term - systemic effects: 1,65 mg/kg bw/d.

general population, dermic, Long-term - systemic effects: 3,3 mg/kg bw/d.

general population, inhalare, Long-term - systemic effects: 2,9 mg/m³.

PNEC

Component

peroxid de benzoil, CAS: 94-36-0

Ingestie (produse alimentare), 6,67 mg/kg dw.

sol, 0,0758 mg/kg dw.

Sedimente (Apa proaspata), 0,338 mg/kg dw.

Sta

Apa proaspata, 0,000602 mg/l.

Apa marina, 0,0000602 mg/l.

8.2 Controale ale expunerii

0,7 mm; Cauciuc butilic, >480 min (EN 374-1/-2/-3).

suplimentare.

Ocrotirea corpului

Pericole termice

sau limita emisiile.
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9.1 Informa

suspensie

Culoare

Miros caracteristic

Pragul de acceptare a mirosului neprecizat

Valoare pH neprecizat

Valoare pH [1%] neprecizat

Punct de fierbere [°C] 240

Punct de inflamare [°C] 110

Inflamabilitate (solid, gaz) [°C] nu este aplicabil

neprecizat

neprecizat

nu

Presiunea vaporilor/Presiunea 
gazului [kPa]

0,01

Densitate [g/ml] 1,1 - 1,2 (20 °C / 68,0 °F)

Densitatea pulberii [kg/m³] nu este aplicabil

insolubil

neprecizat

Vâscozitate neprecizat

neprecizat

Viteza de evaporare neprecizat

Punctul de topire [°C] neprecizat

Autoaprindere [°C] neprecizat

Punctul de descompunere [°C] 55

9.2 Alte informa

SEC

10.1 Reactivitate

10.2

10.3 Posibilitatea de reac

10.4 Condi

10.5 Materiale incompatibile

Oxidant puternic.
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10.6

Nu se cunosc produse de descompunere periculoase.

SEC

11.1 Informa

Component

Acid metacrilic, monoester cu propan-1,2-diol, CAS: 27813-02-1

Etilen dimetacrilat, CAS: 97-90-5

peroxid de benzoil, CAS: 94-36-0

Pe baza informa

Corodarea/iritarea pielii Pe baza informa

a pielii Pe baza informa
Metoda de calcul

Toxicitate asupra unui organ Pe baza informa

Toxicitate asupra unui organ Pe baza informa

Mutagenitate Pe baza informa

Toxicitate la reproducere Pe baza informa

Cancerogenitate Pe baza informa

Pericolul prin aspirare Pe baza informa

Datele toxicologice ale întregului produs nu sunt disponibile.

SEC

12.1 Toxicitate

Component

Acid metacrilic, monoester cu propan-1,2-diol, CAS: 27813-02-1

LC50, (48h), Leuciscus idus: 493 mg/l (IUCLID).

LC50, (96h), pe

EC0, Bacteria: >100 mg/L (IMCD).

Etilen dimetacrilat, CAS: 97-90-5

LC50, (96h), Danio rerio: 15,95 mg/l (OECD 203).

EC50, (3h), Pseudomonas putida: 570 mg/l (OECD 209).

peroxid de benzoil, CAS: 94-36-0

LC50, (96h), Oncorhynchus mykiss: 0,0602 mg/l (OECD 203).

LC50, (96h), pe

EC50, (48h), Daphnia magna: 2,91 mg/l (OECD 202).

EC50, (48h), Daphnia magna: 0,11 mg/l (OECD 202).

EC50, (72h), Pseudokirchneriella subcapitata: 0,0711 mg/l (OECD 201).

NOEC, (48h), Daphnia magna: 1,99 mg/l.
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12.2 Persisten

Atitudinea, comportarea în 

purificare / sedimentare

12.3 Poten

12.4 Mobilitate în sol

Substan

12.5

12.6 Alte efecte adverse

SEC

13.1 Metode de tratare a de

Produsul

Nr. AVV (recomandat) 080409* 

Nr. AVV (recomandat) 150110* 
150102 

SEC

14.1

transport rutier conform ADR/RID 3082

naviga 3082

Transport maritim conform IMDG 3082

Transport aerian conform IATA 3082
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14.2

transport rutier conform ADR/RID
(Dibenzoyl peroxide)

- Cod de clasificare M6

- ADR LQ 5 l

- ADR 1.1.3.6 (8.6) Categorie de transport 3 (-)

naviga
(Dibenzoyl peroxide)

- Cod de clasificare M6

Transport maritim conform IMDG Environmentally hazardous substance, liquid, n.o.s. (Dibenzoyl peroxide)

- EMS F-A, S-F

- IMDG LQ 5 l

Transport aerian conform IATA Environmentally hazardous substance, liquid, n.o.s. (Dibenzoyl peroxide)

14.3 Clasa (clasele) de pericol pentru transport

transport rutier conform ADR/RID 9

naviga 9

Transport maritim conform IMDG 9

Transport aerian conform IATA 9

14.4

transport rutier conform ADR/RID III

naviga III

Transport maritim conform IMDG III

Transport aerian conform IATA III
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14.5

transport rutier conform ADR/RID da

naviga da

Transport maritim conform IMDG MARINE POLLUTANT

Transport aerian conform IATA da

14.6 Precau

14.7 Transport în vrac, în conformitate cu anexa II la MARPOL 

nu este aplicabil

SEC

15.1 Regulamente/legisla

1991/689 (2001/118); 2010/75; 2004/42; 648/2004; 1907/2006 (REACH); 1272/2008; 
75/324/CEE (2016/2037/CE); (UE) 2015/830; (EU) 2016/131; (EU) 517/2014

NORME DE TRANSPORT ADR (2019); IMDG-Code (2019, 39. Amdt.); IATA-DGR (2019)

Neprecizat.

 - Limite de utilizare

 - VOC (2010/75/CE) nu este relevant

 - 

15.2

SEC

16.1 Fraze de pericol
(SEC

H410 Foarte toxic pentru mediul acvatic cu efecte pe termen lung.
H400 Foarte toxic pentru mediul acvatic.
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16.2

ADR = Accord européen relatif au transport international des marchandises Dangereuses par 
Route
RID = Règlement concernant le transport international ferroviaire de marchandises 
dangereuses
ADN = Accord européen relatif au transport international des marchandises dangereuses par 
voie de navigation intérieure
ATE = acute toxicity estimate
CAS = Chemical Abstracts Service
CLP = Classification, Labelling and Packaging
DMEL = Derived Minimum Effect Level
DNEL = Derived No Effect Level
EC50 = Median effective concentration
ECB = European Chemicals Bureau 
EEC = European Economic Community
EINECS = European Inventory of Existing Commercial Chemical Substances
ELINCS = European List of Notified Chemical Substances
GHS = Globally Harmonized System of Classification and Labelling of Chemicals
IATA = International Air Transport Association
IBC-Code = International Code for the Construction and Equipment of Ships carrying 
Dangerous Chemicals in Bulk
IC50 = Inhibition concentration, 50%
IMDG = International Maritime Code for Dangerous Goods
IUCLID = International Uniform ChemicaL Information Database
LC50 = Lethal concentration, 50%
LD50 = Median lethal dose
LC0 =  lethal concentration, 0%
LOAEL = lowest-observed-adverse-effect level 
MARPOL = International Convention for the Prevention of Marine Pollution from Ships
NOAEL = No Observed Adverse Effect Level
NOEC = No Observed Effect Concentration
PBT = Persistent, Bioaccumulative and Toxic substance
PNEC = Predicted No-Effect Concentration
REACH = Registration, Evaluation, Authorisation and Restriction of Chemicals
STP = Sewage Treatment Plant
TLV®/TWA = Threshold limit value – time-weighted average
TLV®STEL = Threshold limit value – short-time exposure limit
VOC = Volatile Organic Compounds
vPvB = very Persistent and very Bioaccumulative

16.3

metode de clasificare
Aquatic Chronic 2: H411 Toxic pentru mediul acvatic cu efecte pe termen lung. (Metoda de 
calcul)

Copyright: Chemiebüro®
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