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INDEPENDENT SMOKE DETECTOR                                                                       BAUTECH DF-030 
 

USER MANUAL 
 

 

1. Product introduction 

A smoke detector is a device that senses smoke, typically as an indicator of fire. Commercial smoke detectors issue a 

signal to a fire alarm control panel as part of a fire alarm system. Household smoke detectors, also known as smoke 

alarms, generally issue an audible or visual alarm from the detector itself or several detectors if there are multiple 

devices interlinked. 

The risk of dying in a residential fire is cut in half in houses with working smoke detectors. 

The independent photoelectric smoke fire detection alarm detects the fire through the principle of dual optical path 

scattering. The photoelectric sensor with special structure is used in the smoke detector. 

Scattered light’s intensity can identify whether there is smoke or not. When the smoke reaches a certain 

concentration, that is, the light intensity received by detector reaches a presetting level, the detector will give an 

audible and visual alarm. The product can effectively detect the visible smoke generated by the smoldering of the fire 

at the early stage, so that users can notice the danger in time or organize personnel evacuation. It is suitable for various 

places such as home, school, store, factory, hotel and so on. 

2. Product structure description 

3. Main technical parameters  

Product name 
Independent photoelectric smoke fire detection 

alarm 

Product model BAUTECH DF-030 

working 

voltage  
DC 9V (alkaline battery; 6LR61; 500mah) 

Alarm mode Audible&visual alarm 

Alarm sound ≥85dB@3m 

Battery life ≥ 1 year 

working 

temperature  
-10℃~＋55℃ 

relative 

humidity 
≤95%RH 

Alarm 

classification 
Fire alarm, fault alarm and low power alarm 

Executive 

standard 
EN 14604：2005 

Product size Φ90mm×H56mm 

https://en.wikipedia.org/wiki/Fire
https://en.wikipedia.org/wiki/Fire_alarm_control_panel
https://en.wikipedia.org/wiki/Fire_alarm_system
https://en.wikipedia.org/wiki/Alarm
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 4. Installation instructions 

1. Take out the alarm, manual, battery, mounting plate and mounting accessories from the packaging box. 

2. Make mounting holes on the ceiling and fix the mounting plate of the alarm with expansion screws. It is 

recommended to install an alarm in each room. 

3. Remove the hanging board as shown in the figure below, connect the 9V battery connector with the power 

connector of the equipment, and then install it into the battery slot. At this time, the buzzer will sound once and the 

red indicator will flash once. 

 

4. Align the markings of the alarm and the mounting plate, close them, and rotate clockwise until you hear the sound 

of "click". That indicates the installation is successful and the detector enters the normal monitoring state. 

5. Self inspection: press and hold the self inspection button, the red indicator of the alarm flashes and gives an alarm 

    Three sounds indicate that the alarm works normally. (the key does not support long press function! Please stop 

pressing after the alarm sounds) 

 

 

5. Warning 

1.    Keep more than 1.5m away from lighting equipment, ventilator, air conditioner and vent. 

2.    Do not install in bathrooms, kitchens and other places where may have non fire smoke such as water vapor and 

oil fume.  

6. Instructions 

 Normal working condition. 
The red indicator of the alarm flashes every 10 minutes and the buzzer does not alarm. 

 Fire alarm function 
 When the smoke concentration reaches the alarm value, the red indicator of the alarm flashes twice per                                                                           
second, and the buzzer sound once at the same time. 
If the fire is eliminated, the alarm can be silenced by pressing the silencing / self-test button. The silencing period is 

about 10 minutes, during which only the red indicator flashes. After about 10 minutes, the alarm returns to normal 

operation. 
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 Analog alarm function 

 Press the mute / self-test button, the red indicator of the alarm flashes and the buzzer sounds. 
(the key does not support long press function! Please stop pressing after the alarm sound)  

 Fault alarm function 

 When the alarm fault, the red indicator of the alarm flashes twice continuously every 40 seconds, and the buzzer 

sounds twice at the same time. Please contact your dealer or customer service department to test or repair the alarm 

as soon as possible. 

 Low battery alarm function 

 When the battery is low, the red indicator of the alarm flashes 3 times every 40 seconds, and the buzzer sounds 3 
times at the same time. Please replace the battery as soon as possible. 
7. Maintenance 

1.  It is recommended to clean the product every three months. When removing dirt, please wipe it by using a rag with 

wet water or soapy water and fully wring it dry; When removing dust, please use a vacuum cleaner to clean along the 

smoke inlet slot. 

2.  If it fails to work, please contact the supplier as soon as possible. Do not disassemble and repair without permission 

to avoid accidents. (the company shall not be liable for problems caused by unauthorized disassembly or 

maintenance). 

3.  It is recommended to press the self-test key once a week to check whether the function is normal. 

8. Fault analysis and troubleshooting 

Fault phenomenon Failure cause analysis Treatment method 

3 alarm sounds every 40 
seconds 

The battery is low Replace the battery 

No response in key self-
test 

The battery is not connected properly 
or the battery is exhausted 

Install or replace the battery correctly 
according to the battery polarity 

The alarm sounds twice 
every 40 seconds 

Product failure Repair by professionals 

Frequent false alarm 
There is much dust at the smoke 
sensor 

Clean with a vacuum cleaner 

 
9.  Packing list 

Serial 
number 

name Company quantity remarks 

1 fire detection alarm   1  

2 an instruction manual  1  

3 certificate  1  

4 Mounting plate block 1  

5 Installation accessories bag 1 
Two expansion screws 
Two expansion tubes 

6 Battery (6LR61) pc 1  

 
ATTENTION:  
 
STRICTLY FOLLOW THE FIRE SAFETY RULES! 
USE THIS DETECTOR, STRICTLY FOLLOWING THE INSTALLATION AND MAINTENANCE RULES MENTIONED IN THE MANUAL! 
ANY MALFUNCTION WILL BE REPAIRED ONLY BY AUTHORIZED PERSONNEL, ACCORDING TO THE LAW! 
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DETECTOR DE FUM, AUTONOM                                                                           BAUTECH DF-030 

MANUAL DE UTILIZARE 

 

 

1 Descrierea produsului 

Detectorul de fum este un aparat dotat cu senzori, ce are rolul de a genera un semnal de alarmă în cazul în care 

detectează urme de fum. Detectoarele de fum de uz casnic, cunoscute și sub numele de alarme de fum, emit, în 

general, în condiții periculoase, alarme sonoră și/sau vizuale de la sistemul propriu sau de la mai multe detectoare, 

dacă există mai multe dispozitive interconectate. 

Riscul unui incendiu rezidențial devastator este redus substanțial în casele în care sunt montate detectoare de fum. 

Alarma fotoelectrică independentă detectează fumul/ focul folosind principiul ”împrăștierii dublei căi optice”. Un 

senzor fotoelectric, cu structură specială, este utilizat ca principal element în detectorul de fum. 

Intensitatea luminii împrăștiate poate identifica dacă există fum sau nu. Când fumul atinge o anumită concentrație, 

adică intensitatea luminii primite de detector atinge un nivel de pre-resetare, detectorul va da o alarmă sonoră și 

vizuală. Produsul poate detecta în mod eficient fumul vizibil generat de incendiul mocnit,  în stadiu incipient, astfel 

încât utilizatorii să poată observa pericolul la timp si să ia măsurile care se impun. Este necesar pentru diverse locuri, 

cum ar fi: locuinta, școală, magazin, fabrică, hotel etc. 

2 Descrierea structurii produsului 

3 Parametrii tehnici principali 

Denumire 

produs 

Alarma fotoelctrica de detectare a 

fumului degajat de incendii 

Model BAUTECH DF-030 

Tensiune de 

lucru  

DC 9V (baterie alcalina; 6LR61; 

500mah) 

Moduri de 

alarmare 
Alarma audio si vizuala 

Sunet alarma ≥85dB@3m 

Durata de viata 

baterie 
≥ 1 an 

Temperatura de 

lucru  
-10℃~＋55℃ 

Umiditate 

relativa 
≤95%RH 

https://ro.wikipedia.org/wiki/Fum
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Tipuri de 

alarme 

Alarma foc, alarma avarie si alarma 

baterie descarcata 

Conform EN 14604：2005 

Dimensiuni Φ90mm×H56mm 

 

4 Instrucțiuni de instalare 

1. Scoateți detectorul, manualul, bateria, placa de montare și accesoriile de montare din cutia de ambalare. 

2. Faceți găuri de montare pe tavan și fixați placa de montare a alarmei cu șuruburi de expansiune. Se recomandă 

instalarea unei alarme în fiecare cameră. 

3. Scoateți placa așa cum se arată în figura de mai jos, conectați borna bateriei de 9V cu terminalul de alimentare al 

echipamentului și apoi instalați-l în fanta bateriei. În acest moment, buzzer-ul va suna o dată și indicatorul roșu va clipi 

o dată. 

 

 

 4. Aliniați marcajele alarmei și ale plăcii de montare, închideți-le și rotiți-le în sensul acelor de ceasornic, până când 

auziți sunetul "clic". Acest lucru indică faptul că instalarea s-a facut cu succes și detectorul intră în starea normală de 

monitorizare. 

5. Auto-Test: apăsați și țineți astfel butonul de auto-inspecție, indicatorul roșu al alarmei clipește și dă o singură alarmă. 

Trei sunete indică faptul că alarma funcționează normal. (tasta nu suportă o apasare prea lungă! Vă rugăm să opriți 

apăsarea după sunetele de alarmă) 

 

5. Avertisment 

1. Păstrați mai mult de 1,5 m distanțăfata  de echipamentele de iluminat, ventilator, aer condiționat și aerisire. 

2. Nu instalați în băi, bucătării și alte locuri unde există vapori de apă sau fum de la gatit. 

6. Instrucțiuni 

         • Stare normală de lucru. 
Indicatorul roșu al alarmei clipește la fiecare 10 minute, iar soneria nu alarmează. 
         • Funcția de alarmă de incendiu 
Când concentrația de fum atinge valoarea de alarmă, indicatorul roșu al alarmei clipește de două ori pe secundă, iar 
soneria sună o dată, în același timp cu indicatorul luminos. 
         • Funcția de alarmă analogică 
 Apăsați butonul mute / auto-test, indicatorul roșu al alarmei clipește și se aud sunetele buzzer-ului. 
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(tasta nu suportă o apasare prea lungă! Vă rugăm să opriți apăsarea după sunetul de alarmă)  

         • Funcția de alarmă de avarie 

Când apare o defecțiune la alarmă, indicatorul roșu al alarmei clipește de două ori continuu la fiecare 40 de secunde, 

iar soneria sună de două ori, în același timp cu indicatorul. Vă rugăm să contactați distribuitorul sau departamentul de 

relații cu clienții pentru a testa sau repara alarma cât mai curând posibil 

        • Funcție de alarmă cu baterie descarcata 

Când bateria este descarcata, indicatorul roșu al alarmei clipește de 3 ori la fiecare 40 de secunde, iar soneria sună de 

3 ori, în același timp cu indicatorul luminos. Vă rugăm să înlocuiți bateria cât mai curând posibil. 

7. Întreținere 

1. Se recomandă curățarea produsului la fiecare trei luni. Când îndepărtați murdăria, vă rugăm să folositi o cârpă 

umezita cu apă sau apă cu săpun și să o stoarceți complet; când îndepărtați praful, vă rugăm să utilizați un aspirator 

pentru a curăța de-a lungul fantei de admisie a fumului. 

2. În cazul în care nu funcționează, vă rugăm să contactați furnizorul cât mai curând posibil. Nu dezasamblați și reparați 

fără permisiune pentru a evita accidentele. (compania nu va fi responsabilă pentru problemele cauzate de 

dezasamblarea sau întreținerea neautorizată). 

3. Se recomandă să apăsați tasta de auto-testare o dată pe săptămână pentru a verifica dacă funcția este normală. 

8. Analiza și depanarea defecțiunilor 

Fenomenul produs Analiza cauzei  Metoda de remediere 

3 sunete de alarma la fiecare 40 de 
secunde 

Baterie descarcata Inlocuiti bateria 

Nici un raspuns la auto-test 
Bateria nu este montata corect sau este 
descarcata 

Instalati corect sau inlocuiti bateria 

Alarma suna de 2 ori la fiecare 40 de 
seconde 

Produsul s-a defectat 
Reparare de catre persoana 
autorizata 

Alarme frecvente, false Există mult praf la senzorul de fum Curățați cu un aspirator 

 
9.  Continut ambalaj 

Numărul 

de serie Denumire Compania Cantitate Observatii 

1 alarmă de detectare a incendiilor   1  

2 Manual cu instructiuni  1  

3 certificate  1  

4 Suport fixare  1  

5 Accesorii instalare  1 Doua suruburi expandabile 

6 Baterie (6LR61)  1  

 

ATENŢIE: 

URMAȚI STRICT REGULILE DE SECURITATE LA INCENDIU! 

UTILIZAȚI ACEST DETECTOR, URMAND STRICT REGULILE DE INSTALARE ȘI ÎNTREȚINERE MENȚIONATE ÎN MANUAL! 

ORICE DEFECTIUNE VA FI REPARATĂ NUMAI DE PERSONAL AUTORIZAT, CONFORM NORMELOR LEGALE! 


