Product data sheet
Characteristics

EZ9C32220

Easy9 Contactor 20A 2NO

—
e
Nz

Principal

Gama Easy9
Nume produs Easy9 CT
Tip produs sau Contactor
componenta

Descriere poli 2P

[le] curent nominal de 20 A AC-7A
utilizare

Compozitie contact pol 2 NO

Tip retea electrica C.a.

Categorie de utilizare

AC-7A conformitate cu SR EN 61095

Tensiune circuit de
comanda

220...230 V AC 50 Hz

Suplimentar

Frecventa retea electrica 50 Hz
[Ue] tensiune nominala de functionare 230V
[Ui] tensiune nominala de izolatie 400V

Frecventa de comutare

100 switching operations/day

Semnalizare locala

Puterea consumata la mentinere in VA

Indicatie ON/OFF
1,2 VA

Varf de putere in VA 15 VA
Mod de montare Clipsabil
Suport de montare Sina DIN
Pieptene bare de distributie pe categorii de nu
compatibilitate

Module de 9 mm 2

Inaltime 81 mm
Latime 18 mm
Adancime 60 mm
Greutate neta 117 g
Culoare Grey (RAL 7035)
Durabilitate mecanica 200000 cic
Durabilitate electrica 200000 cic

Conexiuni - borne

Cuplu de strangere

Circuit de comanda terminal tunel1...2,5 mm? flexibil
Circuit electric terminal tunel1,5...4 mm? flexibil
Circuit de comanda terminal tunel1...2,5 mm? rigid
Circuit electric terminal tunel1,5...6 mm? rigid

Circuit de comanda 0,8 N.m

Power circuit: 1 N.m

Lungimea de dezizolare a firului 9 mm
Mediu
Standarde SR EN 61095
Certificari produs EAC
Etichete privind calitatea CE
CMIM

Grad de protectie IP

Grad de protectie IK

IP20 conforming to IEC 60529
IP40 (modular enclosure) conforming to IEC 60529

IK04

Grad de poluare
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Categorie de supratensiune

Umiditate relativa

95 % at 55 °C

Temperatura ambianta pentru utilizare

-5...60 °C

Temperatura de depozitare

-40...70 °C

Durabilitatea ofertei

Stare oferta sustenabila

Produs Green Premium

Regulamentul REACH

Directiva RoHS UE

i

Conform Er

Fara mercur Da
Informatii privind scutirea de la RoHS 7
Regulamentul RoHS China 7y

Raport de mediu &
Garanllie contractuala

Garantie 18 luni
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=496386074&lang=ro
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=496386074&lang=ro
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=496386074&lang=ro
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=496386074&lang=ro
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110308EN

